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Construction:  Heavy weight black or clear polyurethane wall hose construction reinforced with a coated spring 

steel wire helix. Three inch black polyurethane cuffs ion each end of the hose. Available in 2 versions HD and MD.  

Klear-Flex HD Wall Thickness:  .045 Inch 

Klear-Flex MD Wall Thickness:  .035 Inch 

 

Product Features: 

* All Size are generally in stock and ship in 24hours. 

* Excellent compressibility 

* Offers maximum combination of flexibility and abrasion resistance 

* Cut, gouge, and chemical resistant 

* Efficient flow characteristics 

* Designed for wide temperature ranges 

 

Applications: Recommended for Street Sweeping Machines: Elgin, Jonhston, Schwarze, Supervac,Tymco 

 

Temperature Range:  - 65 F to + 225 F 

 

Sizes I.D. (inches):  10-inch and 12inch ID 

All ID Sizes are in stock and ship in 24 hours. 

 

ID Tolerances: -0.00 to + 0.125 Inch 

 

Standard Length:  Custom Lengths 

 

Standard Colors: Clear with a Black PU Cuff 

 

End Finish:  Cuffed Ends 

 

Markets:  Commercial Street Sweeper Machines 

 
Disclaimer: The proper use and maintenance of the hose and/or duct is the sole responsibility of the purchaser and 

ultimate user of the product.  This information is presented as a general guide only.  The number of variables which 

can be present in any application make firm recommendations impossible.  Adequate testing under actual service 

conditions is necessary to properly establish suitability.  We take pride in the quality of all of our products and we 

welcome comments and suggestions from our customers. 

California Prop 65: WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov. 
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